10-1818 18" Professional Bandsaw

Pro Tools for Tool Pros

MOTOR 18" PROFESSIONAL BANDSAW 10-1818 features a powerful 4HP motor and the largest
Horsepower AHPTERC cutting capacity in this model range, which makes this saw ideal for use in re-sawing lumber, as
Amos 1 well has handling normal shop work. Designed with many features including Electric Motor Brake,
v Ip H 220V 60 TPh NEW SP Coated Table, NEW DriftX 6" Tall Fence System with Micro-Adustment, QuickCentric tool-
olts,Hz Oz, less blade guide system and quick-lock trunnion system for fast table angle setting. Two blade
CUTTING CAPACITY speeds: capable of cutting wood, plastics, composites and non-ferrous metal. Emergency OFF
Height 18" micro switches on upper and lower doors activate when doors are opened.
Width 7 STANDARD FEATURES
BLADE « NEW 18" Resaw Capacity
Width 1/4" —1-3/8" + NEW Electric Motor Brake
Length 162" + NEW SP Coated Table
Speeds (2) 1,476 & 2,952 ft/min - NEW DriftX 6" Tall Fence System
Supplied on Machine 5/8” x4 TPI, Regular « NEWTwo Blade Speeds - 1,476 & 2,952 ft/min
+ NEW Blade Guard w/Magnetic Door
TABLE . .
+ Quick-release blade tension system
Size 21-1/2" x15-3/4" . . .
+ QuickCentric tool-less blade guides ACCESSORIES
Left Extension 4-3/8"x 15-3/4" ”
+ Dual Dust Ports - 2@ 4
Left Tilt -10° MODEL DESCRIPTION
Right Tilt 45° 13-912  Miter Gauge 3/4” x 3/8" T-Slot

13-345 Mobility Kit
(10-391  Table Inserts (Pack 4)
(10-392  Zero Clearance Insert (Pack 4)

Miter Gauge Slot(s) (2) 3/4"x3/8"
Height to Floor 34-3/4"

Fence Size 18-3/4" x 1-3/4" x 6 X
(10-395  Aluminum Table Insert

OVERALL (10-446  Replacement 18" Rubber Tire
Height 81-3/4" 12-202 LED Gooseneck Work Light
Width 38-1/2" with Magnetic Base
Depth 27" QUICK-LOCK CAST IRON TRUNNION

SYSTEM
Base Size 29"x 18"
Dust Ports 204"
Net Weight 350 Ibs.

Shipping Weight 397 Ibs.
Shipping Carton 33"x21-1/2" x 82-5/8"

SPRING LOADED TOOL-LESS DUAL 4" DUST PORTS NEW DRIFTX 6" TALL RIP

GUIDE SYSTEM FENCE SYSTEM WITH
MICRO-ADJUSTMENT . .
To find a dealer or products questions call (877) 884-5167 or visit RIKONTOOLS.COM




